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ARİEL SOLAR BAHÇE
ARMATÜRÜ

Değerli Müşterimiz,
Bu kullanım kılavuzu satın almış olduğunuz ürünün gerekli montaj 
bilgilerini içermektedir. Güvenliğiniz ve ürün ömrü için kullanım 

kılavuzunda yer alan güvenlik uyarıları ve garanti şartları talimatlarına uyunuz. Ürünle alakalı 
problem yaşamanız durumunda kılavuzda mevcut olan iletişim bilgileri üzerinden bizlere 
ulaşabilirsiniz.

- Kullanma kılavuzunu okumadan ürünü bağlamayınız.

- Ürün koruma sınıfının belirttiği şartlar dışında ürünü kullanmayınız.

- Panelin montajı mutlaka uzman kişiler tarafından gerçekleştirilmelidir.
 
- Ürünün eksiksiz olduğundan ve doğru bağlantı kurulduğundan emin olunuz.

-Ürün çalışır haldeyken uzman kişiler haricinde ürünün açılması, montaj yapılması tehlikelidir.

- Ürünlerimiz 2 yıl birebir değişim garantilidir.

- Garantinin geçerli olabilmesi için parçaların eksiksiz olarak teknik servis ekibine teslim edilmesi 
gerekmektedir.

- Ürünün ayıplı olması durumunda; 6502 sayılı Tüketicinin Korunması Hakkında Kanun’un 11. 
maddesi gereği; ücretsiz tamirin yapılması, tamiri yapılamayan ürünün yeni ürünle değiştirilmesi 
yaptırımları uygulanır.    

- Kullanım talimatları dışında kullanılan ve kullanıcı hatasına maruz kalan ürünler garanti kapsamı 
dışındadır.

1- Montaj şemasında belirtilen sabitleme parçasını ürünün kullanılacağı yüzeye monte ediniz.

2- Montaj şemasında belirtilen parçaya ürünü monte ediniz.

3- Yeterli süre şarj edilen armatür 6-8 saat boyunca çalışabilir.

4- ABS Gövdeye sahiptir.

5- Ürün çim bahçe, avlu yolu ve benzeri ortamlarda kullanıma uygundur.

6- Ürünün kutusunda koruma sınıfı (IP) belirtilmiştir. Ürün koruma sınıfının belirttiği ortam ve iklim koşulları 
haricinde kullanılmamalıdır.

7- Solar aplik kullanıma hazırdır.
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It complies with the WEEE regulation.
Made in China.
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Dear Customer,
This user manual contains the necessary installation information of 
the product you have purchased. For your safety and product life, 

follow the safety warnings and warranty conditions instructions in the user manual. If you have a 
problem with the product, you can contact us via  the contact information avaible in the user 
manual.

- Do not connect the product without reading the user manual.

- Do not use the product other than the conditions specified by product protection class..

- Installations of the panel must be carried out by specialists.

- Make sure the product is complete and correctly connected.

-While the product is in operation, it is dangerous to open and assemble the product, except for 
experts.

- Our products are guaranteed for one-to-one replacement for 2 years.

- In order for the warranty to be valid, the parts must be delivered to the technical services 
completely.

- In case the product is defective; Pursuant to Article 11 of the Consumer Protection Law No:6502; 
Sanctions are applied to make free repair, to replace the product that cannot be repaired with a new 
product.    

- Product that are used outside the instructions for use and exposed to user error are not covered by 
warranty. 

1- Mount the fixing part specified in the assembly diagram on the surface where the product will be used. 

2- Mount the product on the part specified in the assembly diagram. 

3- The solar luminarie that is charged enough time will work for 6 to 8 hours.

4- It has ABS Body.

5- The product is suitable for use in grass garden, courtyard road and similar environments.

6- The protection class (IP) is indicated on the box of the product. It should not be used outside of the ambient 
and climatic conditions specified by the protection class.

7- Solar sconce is ready to use.

USER MANUAL

ASSEMBLY DIAGRAM

ASSEMBLY INSTRUCTIONS

EN

SAFETY & WARNINGS

WARRANTY CONDITIONS

ARIEL SOLAR GARDEN
LUMINARIE

YL74-1011-S

66
5 

m
m


